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Executive Summary

Background (Dirk)

· Summary of WG3 report

· Goals

· More precise definition of 1mm accuracy

· Strategies

· Recommendations

· Overview of the report

Monte Carlo Simulations (johannes)

· Descriptions

· Theory

· Atmosphere models (Rudiger & Tobias)

· Implementations (PPP, OCCAM, Solve)

· Cont05

· Other validations and comparisons

· Studies

· Impact of Random Error Components

· Atmosphere Cn, h and ws

· Clock performance

· Delay precision

· Discussion and comparison

· Impact of Strategies

· Analysis strategies

· Number of observations

· Network size

· Scheduling

· Discussion and comparison

System Considerations (Bill and Brian)

· Broadband delay (Bill)

· Sensitivity, source availability and data volume (Bill)

· Frequencies (Bill)

· Slew rate (Bill)

· Calibration

· Pcal (Tom, Brian & AEER memos)

· Generation

· Injection

· Detection

· Cable cal

· Site ties and antenna deformations (Perguido Sarti?)

· Small directional GPS antenna (?)

· Source structure corrections

· Per band corrections to an arbitrary phase center (Arnaud)

· Offsets of per band phase centers (Thomas Hobiger)

· Atmosphere

· Mapping functions (Arthur, Johannes)

· NWM a priori’s (Thomas Hobiger)

· WVR’s (Rudiger & Tobias, AEER paper, JPL results)

· DBE functions (Bill)

· Feed options (Brian)

· Station spec (Zinovy)

· Polarization (Brian)

· RFI (Brian, Tom, Gino?)

Operational Considerations

· Observing strategy (Bill)

· Shipping and media costs (Bill)

· Analysis automation (Zinovy)

· Transition plan (Zinovy)

Recommended antenna specification (Bill and Brian)

NASA proof-of-concept test (Arthur)

Risks (Bill)

Conclusions
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